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(57) ABSTRACT

A light-directing device adapted for directing light emitted by
a light source. The light-directing device includes a light-
guiding plate and a directing unit that is disposed adjacent to
the light-guiding plate such that a portion of the light emitted
by the light source into the light-guiding plate is internally
reflected by a first inclined surface thereof to exit the light-
guiding plate toward an illuminating region, and another por-
tion of'the light emitted by the light source passes through the
light-guiding plate, enters the directing unit and is internally
reflected by a second inclined surface thereof to exit the
directing unit toward the illuminating region.

20 Claims, 5 Drawing Sheets
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1
LIGHT-DIRECTING DEVICE

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority of Taiwanese Patent Appli-
cation No. 102116219, filed on May 7, 2013.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to an optical element, more particu-
larly to a light-directing device adapted for directing light
emitted by a light source.

2. Description of the Related Art

Referring to FIG. 1, a conventional illuminating device 1
includes a light source 11, and a light-guiding plate 12 for
guiding light emitted by the light source 11. The light-guiding
plate 12 has a light-receiving surface 121 facing the light
source 11, and an inclined surface 122. A portion of the light
emitted by the light source 11 is reflected by the inclined
surface 122 to exit the light-guiding plate 12 via a light-exit
surface 123 by virtue of internal reflection. The remaining
portion of the light exits the light-guiding plate 12 via the
inclined surface 122.

While a reflector (not shown) can be placed at the inclined
surface 122 in order to increase the rate of reflection occurred
at the inclined surface 122 toward the light-exit surface 123,
the overall optical efficiency of the conventional illuminating
device 1 is still low.

SUMMARY OF THE INVENTION

Therefore, the object of the present invention is to provide
alight-directing device that can eliminate the aforesaid draw-
backs of the prior art.

According to the present invention, there is provided a
light-directing device adapted for directing light emitted by a
light source. The light-directing device includes a light-guid-
ing plate and a directing unit that is disposed adjacent to the
light-guiding plate such that a portion of light emitted by the
light source into the light-guiding plate is internally reflected
to exit the light-guiding plate toward an illuminating region,
and another portion of the light emitted by the light source
passes through the light-guiding plate, enters the directing
unit and is internally reflected to exit the directing unit toward
the illuminating region.

The effect of the present invention is that, by enabling at
least twice the internal reflection of the light while simulta-
neously turning the light toward the same direction, the
amount of light directed is effectively increased and the over-
all optical efficiency of the light-directing device is enhanced;
and by the provision of the directing unit, the machining
precision and manufacturing cost of the light-guiding plate is
reduced.

BRIEF DESCRIPTION OF THE DRAWINGS

Other features and advantages of the present invention will
become apparent in the following detailed description of the
preferred embodiments with reference to the accompanying
drawings, of which:

FIG. 1 s a side view of a conventional illuminating device;

FIG. 2 is a perspective view of the first preferred embodi-
ment of a light-directing device according to the present
invention;

FIG. 3 is a side view of the first preferred embodiment;
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2

FIG. 41s aside view of the second preferred embodiment of
a light-directing device according to the present invention;

FIG. 5 is a partially enlarged view of the second preferred
embodiment, for illustrating a microstructure;

FIG. 6 is a side view of the third preferred embodiment of
a light-directing device according to the present invention;

FIGS. 7 and 8 are side views of the third preferred embodi-
ment, for illustrating possible combinations of the directing
units.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Before the present invention is described in greater detail,
it should be noted that like elements are denoted by the same
reference numerals throughout the disclosure.

Referring to FIGS. 2 and 3, the first preferred embodiment
of'alight-directing device 2 according to the present invention
is adapted for directing light emitted by a light source 9. The
light-directing device 2 includes a light-guiding plate 3 and a
directing unit 4. The light-guiding plate 3 includes a collimat-
ing section 31 that is adjacent to the light source 9 and that
receives and collimates the light emitted by the light source 9,
a guiding section 32 that is connected to the collimating
section 31, and a directing section 33 that is connected to the
guiding section 32, that is opposite to the collimating section
31 and that has a first inclined surface 331. The collimating
section 31 converges from the guiding section 32 toward the
light source 9, and has a flat entering surface 311 facing the
light source 9 for passage of the light emitted by the light
source 9 therethrough into the light-guiding plate 3, and two
parabolic connecting surfaces 312 respectively extending
from opposite sides of the entering surface 311 and connected
to the guiding section 32.

The directing unit 4 is disposed adjacent to the light-guid-
ing plate 3 and has at least one directing member 41 that has
a main body 411. In this embodiment, the directing unit 4
includes the directing member 41 that is a triangular prism.
The main body 411 has a light-receiving surface 413 facing
the first inclined surface 331 of the light-guiding plate 3, and
a second inclined surface 414 opposite to the light-receiving
surface 413 and the first inclined surface 331. In this embodi-
ment, the second inclined surface 414 is parallel to the first
inclined surface 331 and is not limited hereto.

Since the collimating section 31 converges from the guid-
ing section 32 toward the light source 9 and has two parabolic
connecting surfaces 312, once the light emitted by the light
source 9 enters the entering surface 311 into the light-guiding
plate 3, the connecting surfaces 312 help directing the light in
away such that a majority of the light travels in a substantially
straight manner toward the directing unit 4 into the directing
section 33, and is internally reflected thereby to exit the light-
guiding plate 3 toward an illuminating region 321. Another
portion of the light reaching the first inclined surface 331
passes through the first inclined surface 331 to exit the light-
guiding plate 3, enters the directing member 41 via the light-
receiving surface 413 and is internally reflected by the second
inclined surface 414 to exit the directing unit 4 toward the
illuminating region 321.

As shown in FIG. 3, a majority of the light emitted by the
light source is internally reflected in the directing section 33
toward the illuminating region 321, while a minority passes
through the directing section 33 and is reflected by the direct-
ing unit 4 toward the illuminating region 321.

It should be noted that the slopes of the first inclined sur-
face 331 of the directing section 33 and the second inclined
surface 414 of the main body 411 are configured such that
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internal reflection is achieved and that light is reflected by the
first and second inclined surfaces 331, 414 in reflecting angles
smaller than 180 degrees. Simultaneously, the first and sec-
ond inclined surfaces 331, 414 direct the light to exit the
light-directing device 2 toward the same illuminating region
321 (i.e., toward the third and/or fourth quadrant of FIG. 3 in
this embodiment).

With the provision of the directing unit 4, the portion of the
light that passes through the first inclined surface 331 and not
reflected thereby has a second chance of being reflected
toward the illuminating region 321 at the second inclined
surface 414, thereby enhancing the overall optical efficiency
of the light-directing device 2.

Referring to FIGS. 4 and 5, the second preferred embodi-
ment of a light-directing device 2 according to the present
invention is similar to the first preferred embodiment in struc-
ture. The second preferred embodiment differs from the first
preferred embodiment in the configuration of the directing
member 41. In this embodiment, the light-receiving surface
413 of the directing member 41 is parallel to the first inclined
surface 331 of the light-guiding plate 3, and the directing
member 41 further has two clamping bodies 412 extending
from the main body 411 and clamping fixedly the light-
guiding plate 3 therebetween, and a microstructure 415
formed on the light-receiving surface 413 for enhancing the
light-reflecting effect. The directing member 41 clamps onto
the reflective section 33 of the light-guiding plate 3 through
the clamping bodies 412. In this embodiment, the light-re-
ceiving surface 413 of the directing member 41 and the first
inclined surface 331 of the light-guiding plate 3 are inclined
surfaces, and the microstructure 415 consists of a plurality of
continuous V-shaped cut structures, but is not limited to what
is disclosed herein.

This way, the second preferred embodiment not only
achieves the same effect as the first preferred embodiment but
through the microstructure 415, also has a further enhanced
optical efficiency.

With reference to FIGS. 6, 7 and 8, the third preferred
embodiment of a light-directing device 2 according to the
present invention is similar to the first preferred embodiment
in structure and differs in that the directing unit 4 has two
directing members 41. The directing members 41 can be two
different types of directing members 41 (as shown in FIG. 6),
or the same type of directing members 41 (as shown in FIGS.
7 and 8).

With this design, by increasing the number of directing
members 41, the effectiveness of directing the light toward
the illuminating region 321 is also increased. When compared
to the prior art, the present invention allows other portions of
light that were not initially reflected by the first inclined
surface 331 of the directing section 33 to be reflected by the
directing member(s) 41, thereby increasing the amount of
light directed to the illuminating region 321.

In addition, with the provision of the directing unit 4, the
precision requirement of fabricating the light-guiding plate 3
may be lowered, thereby decreasing manufacturing costs and
complexity.

While the present invention has been described in connec-
tion with what are considered the most practical and preferred
embodiments, it is understood that this invention is not lim-
ited to the disclosed embodiments but is intended to cover
various arrangements included within the spirit and scope of
the broadest interpretation so as to encompass all such modi-
fications and equivalent arrangements.

What is claimed is:

1. A light-directing device adapted for directing light emit-
ted by a light source, said light-directing device comprising:

10

15

20

35

40

45

50

55

4

a light-guiding plate; and

a directing unit that is disposed adjacent to said light-

guiding plate;

wherein a portion of the light emitted by the light source

into said light-guiding plate is internally reflected to exit
said light-guiding plate toward an illuminating region;
and

wherein another portion of the light emitted by the light

source passes through said light-guiding plate, enters
said directing unit and is internally reflected to exit said
directing unit toward the illuminating region.

2. The light-directing device as claimed in claim 1,
wherein:

said light-guiding plate has a first inclined surface; and

said directing unit has at least one directing member that

has a light-receiving surface facing said first inclined
surface of said light-guiding plate, and a second inclined
surface opposite to said light-receiving surface, the por-
tion of the light emitted by the light source into said
light-guiding plate is internally reflected by said first
inclined surface to exit said light-guiding plate toward
the illuminating region, the another portion of the light
emitted by the light source passing through said light-
guiding plate via said first inclined surface, entering said
directing member via said light-receiving surface and
being internally reflected by said second inclined sur-
face to exit said directing unit toward the illuminating
region.

3. The light-directing device as claimed in claim 2, wherein
said directing member of said directing unit has:

a main body having said second inclined surface; and

two clamping bodies extending from said main body and

clamping fixedly said light-guiding plate therebetween.

4. The light-directing device as claimed in claim 3, wherein
said main body of'said directing member further has a micro-
structure formed on said light-receiving surface.

5. The light-directing device as claimed in claim 3,
wherein:

said light-guiding plate includes a collimating section that

receives and collimates the light emitted by the light
source, a guiding section that is connected to said colli-
mating section, and a directing section that is connected
to said guiding section and that has said first inclined
surface.

6. The light-directing device as claimed in claim 5,
wherein:

said collimating section converges from said guiding sec-

tion toward the light source, and has an entering surface
facing the light source for passage of the light emitted
from the light source therethrough into said light-guid-
ing plate, and two parabolic connecting surfaces respec-
tively extending from opposite sides of said entering
surface and connected to said guiding section.

7. The light-directing device as claimed in claim 2, wherein
the light is reflected by said first and second inclined surfaces
in reflecting angles smaller than 180 degrees.

8. A light-directing device adapted for directing light emit-
ted by a light source, said light-directing device comprising:

alight-guiding plate having a first surface that is configured

to allow a portion of the light emitted by the light source
to be internally reflected to exit said light-guiding plate
toward an illuminating region, another portion of the
light emitted by the light source passing through said
first surface; and

a directing unit disposed adjacent to said light-guiding

plate, said directing unit having at least one directing
member that has a second surface, said second surface
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being configured to internally reflect another portion of
the light after passing through said first surface to exit
said light-guiding plate toward the illuminating region.

9. The light-directing device as claimed in claim 8, wherein
said first and second surfaces are inclined.

10. The light-directing device as claimed in claim 8,
wherein said directing member of said directing unit has:

a main body having said second surface; and

two clamping bodies extending from said main body and
clamping fixedly said light-guiding plate therebetween.

11. The light-directing device as claimed in claim 10,
wherein said main body of said directing member further has
a light-receiving surface facing said first surface of said light-
guiding plate, and a microstructure formed on said light-
receiving surface.

12. The light-directing device as claimed in claim 8,
wherein:

said light-guiding plate includes a collimating section that
receives and collimates the light emitted by the light
source, a guiding section that is connected to said colli-
mating section, and a directing section that is connected
to said guiding section and that has said first surface.

13. The light-directing device as claimed in claim 12,
wherein:

said collimating section converges from said guiding sec-
tion toward the light source, and has an entering surface
facing the light source for passage of the light emitted
from the light source therethrough into said light-guid-
ing plate, and two parabolic connecting surfaces respec-
tively extending from opposite sides of said entering
surface and connected to said guiding section.

14. The light-directing device as claimed in claim 8,
wherein the light is reflected by said first and second surfaces
in reflecting angles smaller than 180 degrees.

15. A light-directing device adapted for directing light
emitted by a light source, said light-directing device compris-
ing:

a light-guiding plate including a directing section opposite
to an end adjacent to the light source, a majority of the
light emitted by the light source being internally
reflected in the directing section toward an illuminating
region; and

adirecting unit disposed adjacent to the directing section of
said light-guiding plate, a minority of the light emitted
by the light source passing through the directing section
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and being internally reflected by said directing unit
toward the illuminating region.

16. The light-directing device as claimed in claim 15,
wherein:

said light-guiding plate has a first inclined surface formed

in the directing section; and

said directing unit has at least one directing member that

has a light-receiving surface facing said first inclined
surface of said light-guiding plate, and a second inclined
surface opposite to said light-receiving surface, the por-
tion of the light emitted by the light source into said
light-guiding plate is internally reflected by said first
inclined surface to exit said light-guiding plate toward
the illuminating region, the another portion of the light
emitted by the light source passing through said light-
guiding plate via said first inclined surface, entering said
directing member via said light-receiving surface and
being internally reflected by said second inclined sur-
face to exit said directing unit toward the illuminating
region.

17. The light-directing device as claimed in claim 16,
wherein said directing member of said directing unit has:

a main body having said second inclined surface; and
two clamping bodies extending from said main body and
clamping fixedly said light-guiding plate therebetween.

18. The light-directing device as claimed in claim 17,
wherein said main body of said directing member further has
a microstructure formed on said light-receiving surface.

19. The light-directing device as claimed in claim 15,
wherein:

said light-guiding plate includes a collimating section that

receives and collimates the light emitted by the light
source, and a guiding section that is connected between
said collimating section and said directing section.

20. The light-directing device as claimed in claim 19,
wherein:

said collimating section converges from said guiding sec-

tion toward the light source, and has an entering surface
facing the light source for passage of the light emitted
from the light source therethrough into said light-guid-
ing plate, and two parabolic connecting surfaces respec-
tively extending from opposite sides of said entering
surface and connected to said guiding section.
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